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HIGH-PRESSURE FIBERGLASS LINE PIPE

GRP pipeline are made of glass fiber roving as 
reinforcement, epoxy resin as the matrix material, 
molded by winding.

Scope of Production
Diameter: DN40-DN900;
Pressure rating: 3.45MPa- 34.5MPa.
Product Standards
API Spec 15HR-2016 High Pressure Glass Fiber 
Piping Specification
SY/T 6267-2006 High Ppressure Glass Fiber Pipe 
Code
Applications
Oil, gas, water mixture transport in petroleum, 
petrochemical and other areas.
Product Characteristics
Corrosion resistance, light weight, long service life, no 
easy scaling or waxing.

PRODUCT PARAMENTERS

Acid anhydride GRE line pipe (design as per API-
15HR) Temperature Resistant Level
Medium temperature: ≤ 65.5°C
Physical Properties
Density: 1.95 g/cm3(121.74 lbs/ft3) Specific 
gravity:1.95
Thermaldynamic Properties
Heat conductivity coefficient: 0.40W/m°C (0.23BTU/
ft/hr/°F) Coefficient of linear expansion : 14×10-6mm°C 
(6.1×10-5in/in/°F)
Flow Coefficients
Hazen-Williams factor:C =150
Absolute roughness:0.0053mm(0.00021”)
Elastic Coefficients
Hoop elastic modulus:24.1GPa(3.5×106psi) 
Axial elastic modulus:11.9GPa(1.7×106psi) 
Poisson ratio(minimum):0.38
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Product Parameters
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Note: API 5B EUE stands for external thickened long round threads conforming to API 5B.
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HIGH-PRESSURE FIBERGLASS LINE PIPE

Product Parameters
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Note :
1.	 All the products are one-piece joint other than those identified as coupling connection 

(JG).
2.	 The above parameters are general information of our products and are design 

parameters based on special materials and technical status and cannot be used as 
inspection basis.

3.	 API 5B EUE stands for external thickened long round threads conforming to API 5B. 
In addition, our products are not limited to the above sizes and can be designed and 
manufactured as per customer requirements.
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GRP pipes are manufactured by winding 
technique using glass fiber and its products 
as the reinforcing materials and using ther-
mosetting resin like unsaturated polyester 
resin and epoxy resin as the base materials. 

Scope of Production
Diameter: DN50-DN2000;
Pressure grating: 0-6.9MPa;
Can be designed and produced according to 
customer’s demands. 

Product Standards
API Spec 15LR-2001 Specification for Low 
Pressure Fiberglass Line Pipe and Fittings

SY/T 6266-2004 Low Pressure Fiberglass 
Line Pipe and Fittings JC/T 552-2011 Fila-
ment-wound Thermosetting Resin Pressured 
Pipe

Applications
Oil field, chemical industry, municipal, water 
conservancy, etc.. 

Product Characteristics
Corrosion resistance, long service life, light 
weight, no easy scaling and waxing.

LOW-PRESSURE GRP LINE PIPE



17



18

2)Technical parameters of low-pressure epoxy resin pipeline

Note :
The above parameters are general information of our products and are 
design parameters based on special materials and technical status and 
cannot be used as inspection basis. In addition, our products are not 
limited to the above sizes and can be designed and manufactured as per 
customer demands.
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Pipelines are fabricated by winding 

technology using glass fiber and its products 

as reinforcing materials, UPR as base 

material and silica sand as filling. 

Scope of Production

Diameter: DN400-DN4000;

Pressure rating: 0-2.5MPa;

Stiffness class:1250-10000N/m2;

Can be designed and produced according to 

customer’s requirements. 

Product Standard 

GB/T 21238-2016 Glass Fiber Reinforced 

Plastic Mortar Pipes Applications

Oil field, chemical industry, municipal, water 

conservancy, power station, etc.

Product Characteristics

Corrosion resistance, long service life, light 

weight, smooth inner wall.

FIBERGLASS REINFORCED PLASTIC MORTAR PIPE



20

Table of product basic parameters
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FIBERGLASS REINFORCED PLASTIC  MORTAR PIPE



22



23

FIBERGLASS REINFORCED PLASTIC  MORTAR PIPE
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FIBERGLASS REINFORCED PLASTIC  MORTAR PIPE
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Note :
The above parameters are general information of our products and are 
design parameters based on special materials and technical status and 
cannot be used as inspection basis. In addition, our products are not limited 
to the above sizes and can be designed and manufactured as per customer 
demands.

FIBERGLASS REINFORCED PLASTIC MORTAR PIPE
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Composite material pipelines are made by 
continuous winding of special resin, fiber and its 
fabric, and through vacuum perfusion and other 
molding techniques which can meet the special 
performance requirements. 

Scope of Production
Can be designed and produced according to 
customer’s demands. 

Product Standards
Q/DG 2-TO2-2011 Guidelines for Design 
of Composite Tower Structure of Overhead 
Transmission Line QJ-2468-1993 General 
Specification for Solid Strategic Missile Launchers
GJB 1225A-2007 General Specification for 
Submarine-strategic Missile Launchers

Applications
Military industry, marine industry, aviation, etc..

Product Characteristics
Corrosion resistance, light weight, convenient 
shipment and high designability.

Application Cases
GRE tower, carbon fiber reinforced GRE transmission 
shaft, polyurethane composite pole, GRE missile 
launcher.

SPECIAL PURPOSE GRP PIPING
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Marine-offshore pipes are made by winding 
process using high strength glassfiber and 
carbon fiber as reinforcement and epoxy 
resin as the base material. 

Applications
Marine platforms and ships.

Product Standards
CCS Rules for Classification of Sea-Going 
Steel Ships and Rules for Materials and 
Welding IMO Resolution A.753(18) Guidelines 
for the Use of Plastic Pipes onboard Ships 

Product Characteristics
Fire-proof, anti-static, corrosion resistance, 
light weight and long service life.

MARINE-OFFSHORE PIPES
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Table of Product Basic Parameters
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GRP vessels are fabricated on site by 
filament winding, jetting molding, contact 
molding, etc. using fiberglass and its 
products as the reinforcing materials and 
resin as the base material. 

Scope of Production
Diameter ≥ 4.5m; capacity ≥ 100m3;
Can be designed and produced according to 
customer’s demands. 

Product Standards
HG/T 20696-1999 Specification of FRP 
Equipment Design for Chemical Industry
HG/T 3983-2007 Filament Wound Glass-
fiber Reinforced Thermosetting Resin 
Chemical Resistant Large Tanks Made 

On Site Applications
Petroleum, chemical, medicine, food 
brewing, etc..

Product Characteristics
Corrosion resistance, long service life, light 
weight;
Convenient construction and installation;
Low thermal conductivity and good thermal 
insulation performance.

LARGE GRP STORAGE TANKS
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Table of design parameters for large GRP storage tanks

Note :
The above specification parameters are for reference only, and can be 
customized according to customer’s requirements.
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GRP vessels are fabricated in shops by filament 
winding, jetting molding, contact molding with 
fiberglass and its products as the reinforcing 
materials and resin as the base material. 

Scope of Production
Diameter ≤ 4m; capacity ≤ 150m3;
Can be designed and produced according to 
customer’s demands. 

Product Standards
JC/T 587—2012 Filament Wound Glass Fiber 
Reinforced Thermosetting Resin Corrosion Resistant 
Vertical Tanks JC/T 718—2012 Filament Wound 
Glass Fiber Reinforced Thermosetting Resin 
Corrosion Resistant Horizontal Tanks 

Applications
Petroleum, chemical industry, medicine, food brewing 
and other fields.

Product Characteristics
Corrosion resistance, long service life;
Light weight, convenient construction and 
installation;
Low thermal conductivity, good thermal insulation 
performance.

SMALL GRP STORAGE TANKS
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Design parameters of composite small GRP storage tanks

Note :
The above specification parameters are for reference only, and can be customized according to customer’s requirements.
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Note: the above specification parameters are for reference only, and can be customized according to 
customer’s requirements.

The integrated pump station with diameter ≥ 4000mm can be made and assembled on site.

It is an assemblage of FRP barrel, submersible 
sewage pump, integrated pipe network and 
automated control system, used for slow storage and 
the lifting of city sewage, rainwater, etc.. 

Scope of Production
Diameter ≥ 1m; capacity ≥ 5m3;
Can be designed and produced according to 
customer’s demands.

Product Standards
JC/T 587-2012 Glass Fiber Winding Reinforced 
Thermosetting Resin Anti-corrosive Vertical Storage 
Tank GB50141-2008 Specification for Construction 
and Acceptance of Water Supply and Drainage 
Structures

Applications
Municipal water supply and drainage, sewage 
treatment and other areas.

Product Characteristics
Corrosion resistance, long service life;
High integration, small footprint;
Short construction period and low comprehensive 
cost.

FRP INTEGRATED PREFABRICATED PUMP STATION
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With glass fiber as reinforcement material and 
resin as matrix material, the double walled oil tank 
is formed by making a layer of impermeable shell 
outside the single-layer steel tank through the 
spray process and contact forming process. 

Scope of Production
Diameter ≤ 4m; capacity ≤ 100m3

Can be designed and produced according to 
customer’s demands.

Product Standard
SH/T 3178-2015 The Technical Specification 
of Buried SF Double Walled Tank Used for Gas 
Station 

Applications
Gas station product oil and chemical plant 
hazardous chemical storage areas.

Product Characteristics
Environmental protection and anti-seepage, no 
pollution; Corrosion resistance, long service life;
Light weight, convenient construction and 
installation.

SF DOUBLE WALLED TANKS
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SF Table of design parameters for SF double walled tanks

Note: the above specification parameters are for reference only, and can be customized according to customer’s requirements.
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Double walled vessels are fabricated by winding 
and jetting of fiberglass and its products as 
the reinforcing materials and resin as the base 
material. 

Scope of Production
Diameter ≤ 4m; capacity ≤ 100m3

Can be designed and produced according to 
customer’s demands.

Product Standard
SH/T 3177-2015 The Technical Specification 
of Buried FF Double Walled Tank Used for Gas 
Station 

Applications
Storage of product oil in gas stations and storage 
of hazardous chemicals in chemical plants. 

Product Characteristics
Environmental protection and anti-seepage, no 
pollution; Corrosion resistance, long service life;
Light weight, convenient construction and 
installation.

FF DOUBLE WALLED TANKS
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Table of design parameters for FF double walled tanks

Note: the above specification parameters are for reference only, and can be 
customized according to customer’s requirements.
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FF double walled tank is formed by 
vacuum grouting in steel storage tanks 
using glass fiber as reinforcement and 
resin as the base material. 

Scope of Production
Same capacity as the metal tank;
Can be designed and produced 
according to customer’s demands. 

Product Standard
SH/T 3177-2015 The Technical 
Specification of Buried FF Double 
Walled Tank Used for Gas Station

Applications
The renovation of double-walled tank in 
open gas station. 

Product Characteristics
Environmentally friendly, seepage-proof, 
no pollution; Corrosion resistant and 
long service life;
No need of excavation, short 
construction period.

LINED FF DOUBLE WALLED TANKS
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It is made by lining the inner wall of metal 
tanks with vacuum priming technology using 
glassfiber and it’s products as reinforcing 
materials and resin as the base material. 

Scope of Production
Same as metal tank capacity; normal 
thickness ≤ 4mm. Pressure rating: 
atmospheric pressure

Product Standard
Q/0502 SXD 010-2017 High-strength 
Composite Material Liner for Vertical Steel 
Storage Tanks

Applications
Corrosion prevention in metal storage tanks 
for oil fields and chemical industries.

Product Characteristics
Corrosion resistant, long service life;
Advanced construction technology and 
high product quality; Good adhesion 
performance, good corrosion proof.

HIGH-STRENGTH COMPOSITE MATERIAL LINER
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Vessels are manufactured by 3-dimensional 
enveloped winding technology using glass fiber 
and its products as the reinforcing materials and 
resin as the base material, which can withstand 
certain pressure. 

Scope of Production
Diameter ≤ 4000mm; capacity ≤ 150m3;
The product of inner diameter and pressure ≤ 
2.4MPa·m;
Can be designed and produced according to 
customer’s demands. 

Product Standard 
Q/SXD 007-2017 Fiberglass Reinforced 
Thermosetting Resin Pressure Vessel 

Applications
Oil, water and gas three-phase separator, filter, 
absorber, reactor and other fields. 

Product Characteristics
Corrosion resistance, long service life;
Light weight, convenient construction and 
installation;
Low thermal conductivity, good thermal insulation 
performance.

GRP PRESSURE VESSEL
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Table of design parameters for GRP pressure vessel

Note: the above specification parameters are for reference only, and can be customized according to customer’s requirements.
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The composite material continuous sucker rod 
is made of carbon fiber as the main reinforcing 
material by way of pultrusion. 

Scope of Production
Φ14mm-Φ25mm

Product Standard
Q/SH1020 2596 - 2017 Composite Carbon Fiber 
Material Continuous Sucker Rod

Applications
Conventional well, corrosion well, deep well, etc.

Product Characteristics
Light weight, high strength, corrosion resistance, 
eccentric wear resistant.

System Matching
Pumping unit, downhole service vehicles, design 
and analysis software.
(1) pumping unit characteristics
Long stroke, low SPM; stroke length and SPM 
adjustable; low energy consumption, easy 
installation. (2) service vehicle performance
Safe and reliable; rapid movement; high 
operational efficiency; Fast in place; Easy to 
operate.
(3) design and analysis software
Accurate design prediction and full analysis 
functions.

FIBERGLASS AND CARBON FIBER CONTINUOUS SUCKER ROD
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Product Parameters

Basic mechanical properties of pultruted sections






